Electromagnetic field analysis of the wire antenna in the presence of a dielectric with three-dimensional shape

H. Tsuboi* H. Tanaka† M. Fujita‡
ELECTROMAGNETIC FIELD ANALYSIS OF THE WIRE ANTENNA IN THE PRESENCE OF A DIELECTRIC WITH THREE-DIMENSIONAL SHAPE

H. Tsuboi and H. Tanaka
Department of Electrical and Electronic Engineering, Okayama University, Okayama 700, Japan
M. Fujita
Fuji Electric Corporate Research and Development, Ltd., Ichihara, Chiba 290, Japan

1. Introduction

In the design of the radio frequency antenna for magnetic resonance imaging, the electromagnetic field analysis is useful to determine the size and structure of the antenna. But, because human body is a lossy dielectric, the computation method which can analyze the wire antenna in the presence of a lossy dielectric has to be developed. In this paper, we propose a method which is combined the moment method, which deals with wire antenna, with the boundary element method, which deals with three-dimensional shapes of dielectrics and magnetic materials. For the verification of the proposed method, a helical antenna in which a dielectric cylinder is inserted was chosen as a computation model and the computation results were compared with the experimental results.

2. Formulation

The boundary element method and the moment method are combined by using the following equations.

\[ \mathbf{V} + j \omega \mathbf{p} = \mathbf{0} \quad (1), \quad \mathbf{J} \cdot (\frac{\mathbf{F}}{\mathbf{L}}) = \mathbf{I} \quad (2), \quad \mathbf{E} \cdot \mathbf{I} = \mathbf{V} \quad (3) \]

where \( \mathbf{V} \) is the vector along the wire axis, \( \mathbf{S} \) is the area of the wire cross section, \( \mathbf{I} \) is the current of the segment on the axis of the thin wire, and \( \mathbf{V} \) is the impressed voltage between the two ends of the segment.

The final simultaneous equations of the proposed method are obtained as follows:

\[
\begin{bmatrix}
\mathbf{C} & \mathbf{C} \\
\mathbf{C} & \mathbf{C}
\end{bmatrix}
\begin{bmatrix}
\mathbf{E} \\
\mathbf{B}
\end{bmatrix}
= \begin{bmatrix}
\mathbf{0} \\
\mathbf{0}
\end{bmatrix}
\begin{bmatrix}
\mathbf{I} \\
\mathbf{V}
\end{bmatrix}
\]

where \([\mathbf{C}]\) is the coefficient matrix given by the formulation of the moment method.

3. Computation Results

A helical antenna model is shown in Fig. 1(a), and a dielectric cylinder which is inserted in the helical antenna is shown in Fig. 1(b). The number of segments on the wire axis of the antenna and elements on the dielectric surface are 108 and 384, respectively.

The computation results of the helical antenna model are shown in Fig. 2. The computation results agree with the experimental results. The computation results of the antenna in the presence of a lossy dielectric will be presented in final paper.

References